A A

IaYaVaVah)

212"

fe—— 53—

—3—
%2 — 48" ~
32" T ‘ 40"
Lo .

10" ) , i 1 .
]_I‘—ST'——I I——37"—-I I——37"——I .|= 58" =|.
SECTION A-A
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SECTION B-B
COMPONENT SPECIFICATIONS

10" X 37" TILE 220 LBS. | 35 GALLONS
20" X 37" TILE 440 1BS. | 70 GALLONS
40" X 37" TILE 880 LBS. | 140 GALLONS
58" X 48" CASING 1700 LBS. | 475 GALLONS
39" TILE COVER 285LBS. | NOHOLE
39" TILE COVER 238 LBS. [ 20"HOLE
58" CASING COVER [1250 LBS. | 32" HOLE

NOTES:

[. WEIGHT: SEE SCHEDULE AT RIGHT

2. CONCRETE: 5000 PSI AFTER 28 DAYS

3. REINFORCED WITH WWM 6X6 10/10 AND FIBERS
4. OPTIONAL NON TOXIC SEALANT AVAILABLE

5. LIFTING HOOKS ARE CAST IN

6. USE SPREADER BAR TO HANDLE TILE

7.9" X 13" SQUARE PATTERN GRATE ALSO AVAILABLE (COVER WEIGHT = 199 LBS)

\ G E N EST WELL TILE AND CASING
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